New 12V to 24V Power Converter Kits 
Ladies and Gentlemen:

12V to 24V power converter kits are available. The kits are designed for Hydronic 16, 24, 30 and 35 to be used with 12V systems.  Two versions are available: 288W 10A output version and a 488W 17A.  The 288W converter is designed for the Hydronic 16 with or without coolant pump or Hydronic 24, 30, or 35 without coolant pump.  

Two 288W converters can be used with Hydronic 24, 30, 35, with a coolant pump.  The heater and pump will be powered independently by each converter.  An additional relay is needed to control the pump.  Schematics, installation and other information is available at http://www.espar.com/tech_manuals/12V-24V Power Converter Kits
The 488W converter is designed for the Hydronic 16, 24, 30, 35 with or without coolant pump. 
Below are part numbers associated with the converter.

24V to 12V heater conversion Kit:







12V to 24V POWER CONVERTER ASMBLY 3401


25.2800.90.1223

Used with:

Hydronic 16 with/without coolant pump

Hydronic 24, 30, 35 without pump
Coolant pump can be powered independently

with additional kit 25 2800 70 1602 (availability

- July-August 2008).

12V to 24V POWER CONVERTER ASMBLY 3601


25.2800.90.1224

Used with:
 

Hydronic 16, 24, 30, 35 with/without coolant pump

Above kits consist of:

Input Harness:

12V to 24V CONVERTER HARNESS for 5673601


25.2800.70.1600

12V to 24V CONVERTER HARNESS for 5673401


25.2800.70.1601
Power Converter:

POWER CONVERTER 12 - 24 288W



5673401

POWER CONVERTER 12 - 24 488W



5673601

Fuse:

40 AMP FUSE






5670024
Optional:

Heat sink
 (one or two pieces can be used as necessary.)

20 2900 40 0004
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